COVER PLATE GASKET STANDARDS


CSD
PG&E
SDG&E
So Cal GAS

SECTION 12
SECTION 12
SECTION 14
SECTION 6

1. APPROVED MATERIALS
1. APPROVED MATERIALS
1. APPROVED MATERIALS 
1. Materials

· All gaskets shall be:

· Fire resistant.

· Pre-cut to fit.

· Closed cell foam.

· 1/8" thick minimum.
· All gaskets shall be:

· Fire resistant.

· Pre-cut to fit.

· Closed cell foam.

· 1/8" thick minimum.
· All gaskets shall be:

· Fire resistant.

· Pre-cut to fit.

· Closed cell foam.

· 1/8" thick minimum.





· Gaskets must be pre‑cut manufactured specifically for switch or outlet covers

· Open cell foam gaskets are not acceptable

· Gaskets must be minimum of 1 /8" thick

2. location
2. INSTALLATION
2. location
2. location

· Gaskets shall be installed:
· In conditioned space only.
· Gaskets shall be installed:

· In conditioned space only.
· Gaskets shall be installed:

· In conditioned space only.


· On walls between conditioned and unconditioned space.
· On all walls.

· Gaskets may only be installed on walls between conditioned and unconditioned space.

· Under cover plates for:
· Electrical switches and receptacles.
· Telephone and TV cable service entrances.
· Under cover plates for:

· Electrical switches and receptacles, and

· Phone or TV cable service entrance.
· Under cover plates for:

· Electrical switches and receptacles, and

· Phone or TV cable service entrance
· Install under all electrical switch and outlet covers on exterior walls (walls between conditioned and unconditioned space only)

3. installation

3. installation
3. Installation Quality

· Gasket shall cover the gap between the utility box and the surrounding wall material.

· Gasket shall cover the gap between the utility box and the surrounding wall material.
· Electrical cover must completely cover gasket

· When utility box is odd size and standard gaskets will not work, caulking gap between box and wall is recommended.

· When utility box is odd size and standard gaskets will not work, caulking gap between box and wall is recommended.


· Plate shall:

· Cover gasket completely.

· Be replaced if cracked during reinstallation.

· Plate shall:

· Cover gasket completely.

· Be replaced if cracked during reinstallation.
· Any covers that are cracked during installation must be replaced
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